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APPLICATIONS
Tank Level Detector

	  

The Tank Level Detector is a highly versatile and reliable tank level sensor, 
designed to enhance monitoring, efficiency, and operational safety across a 
wide range of industries. Utilizing advanced solid-state, pulse-type ultrasonic 
technology, the TLD provides precise and consistent fluid level detection 
without being affected by the dielectric or physical properties of the fluid or 
tubing. Viable as a direct replacement for tuning fork type sensor applications.
 
With its IP68-sealed sensor, the TLD is fully protected against dust, water, 
and environmental contaminants, making it an ideal solution for demanding 
applications that require accuracy, durability, and long-term maintenance-free 
operation. Here are some key applications:

 
 Water Storage Tanks Level Measurement & Control 
                                                         
 Sewage Treatment Water Level Monitoring   
                                                
 Fuel & Petroleum Oil Tank Level Detection
			                
 Medical & Laboratory Equipment

 Food & Beverage Liquid Level Measuring

 Compressors (Protection)

 Pump Protection

 Hydraulic Supply Lines and Lube Reservoirs

KEY FEATURES
Configurations 

	  
		   

 
 Proven Ultrasonic Technology
                                               
 ABS or Stainless-steel sensor housing
                                         
 5/24VDC input power
		               
 Self-sealing NPT threads

 Relay / NPN or PNP open collector output

 Solid state integral electronics design

 Completely sealed and potted sensor (IP68) 

 Works with variety of vessel materials including steel and plastic

 Impervious to condensation

The following key features highlight why the TLD is a superior choice 
for fluid level monitoring in critical applications.
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OPTIONS
Selections

	  The TLD Tank Level Detector offers a range of customizable 
options to meet the unique needs of various industries and 
applications. Whether you're monitoring liquid levels in 
medical equipment, industrial tanks, or pharmaceutical 
processes, the TLD provides flexible solutions that can be 
tailored to specific requirements. 

 Highly visible red led to alert of level detection                                                
 ABS or Stainless-steel sensor housing                                        
 Various Output configurations		               
 Various electrical cable terminations
 I/O Link availability meeting IEC 61131-9
 Built-in time delay

SPECIFICATIONS
Performance

	  Input Voltage: 5 – 24 VDC

Input Power: See Order Information.

Output STD: 5 VDC CMOS / NPN or PNP Open collector 60 vdc max peak 100 
ma max, 10 ua leakage

Output Relay: spst  n.o. or n.c. contact, 60v max peak, 400 ma continuous max 
current

Temperature: 0 to 70 C (32 to 158F)

Mounting: ¾” NPT STD

Sensor Material: 316L Stainless Steel or as required.

Cable Lenth: 36 in. (Custom length available upon request)
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ORDERING INFOMATION
Models

No part of this document may be reproduced or 

modified in any form or by any means, 

electronic or mechanical, without express written 

permission from Introtek.

 

©2025 AMETEK Incorporated

For pricing, availability, and customization options, contact Introtek’s sales team 
or visit our website at www.introtek.com for more details. Ordering the right 
TLD ensures seamless integration into your system and long-term performance.

*Example Part Number: TLD 24V with LED, 
Normally Open Relay Output 24V, Stainless Steel. 

 �BASE MODEL NUMBER
TLD ………………………………………… TLD BASE

 �SUPPLY
100 ……………………………………. 24V or 5V Supply
200 ……………………………………. I/O Link 

 �OUTPUT OPTION

-00 ……………………………………. NPN Open Collector Output, 24 V 
-01 ……………………………………. 5V CMOS Logic Output, 24V
-02 ……………………………………. Normally Open Relay  Output, 24V
-04 ……………………………………. PNP Open Collector Output, 24V 
-05 ……………………………………. NPN Open Collector Output, 5V
-06 ……………………………………. 5V CMOS Logic Output, 5V
-07…………………………………….. Normally Open Relay  Output, 5V

 �LED
0 ……………………………………. NO LED
1 ……………………………………. LED 

 �MATERIAL
1………………………………………….. Stainless Steel
2………………………………………….. PVC

Introtek International
150 Executive Drive
Edgewood, NY 11717, USA
+1 631-242-5425
Email: info.introtek@ametek.com

Sales: ny-bre-salesinfo@ametek.com

www.introtek.com
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