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Andersen Corporation, including its 
subsidiaries, has been named a 2024 
ENERGY STAR® Partner of the Year –  
Sustained Excellence Award winner,  
the highest honor given by ENERGY STAR, 
for continued leadership in protecting 
the environment through superior energy 
efficiency achievements. “ENERGY STAR” is a registered trademark of the U.S. Environmental Protection Agency.



200 SERIES PRODUCTS
The 200 Series product line is the best place to start if you’re 

looking for simple, clad-wood windows. It’s focused only on our 

most popular sizes and options to deliver uncommon value while still 

living up to our high-quality design and performance standards.

AMERICA’S MOST
LOVED BRAND

OF WINDOWS & DOORS*

You want to give your customers a home they love, and we’re here to make that easy for you. 

That’s why we’re proud to offer you products that rate #1 in quality and performance,**  

and to be the #1 trusted and recommended window and door brand** by pros.  

*2022 Andersen brand surveys of U.S. realtors, contractors, builders and homeowners. 
**2022 Andersen brand surveys of U.S. contractors, builders, architects and homeowners.
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LOW MAINTENANCE,  
NEVER NEEDS PAINTING

The Perma-Shield exteriors offer superior 

weather resistance and are virtually 

maintenance free.

QUALITY SO SOLID, THE 
WARRANTY IS TRANSFERABLE*

Many other window and door warranties 

end when a home is sold, but our coverage  

– 20 years on glass, 10 years on non-glass 

parts – transfers from each owner to the 

next. And because it’s not prorated, the 

coverage offers full benefits year after year, 

owner after owner. So it can add real value 

when you decide to sell your home.

KEEPS THE WEATHER OUT

Weather-resistant construction and careful 

selection of weatherstripping by product 

types seal out drafts, wind and water, 

whatever the weather.

PERFORMANCE
Our 200 Series products deliver Andersen quality at an uncommon value. Built from wood with our Perma-Shield® exterior 

cladding, they offer durability, long-term beauty and options to fit your project needs. And like all Andersen® products, 

they’re supported by over 120 years of commitment to quality and service.

DESIGN

200 Series windows and patio doors are 

designed with narrow profiles to maximize 

light and views. 

PERFORMANCE GRADE (PG) 
UPGRADE FOR PERMA-SHIELD® 
GLIDING PATIO DOORS

PG upgrade is available for select 200 Series 

Perma-Shield gliding patio doors. Products 

with PG upgrade achieve higher air, water 

and structural ratings as opposed to standard 

products. 

RIGOROUSLY TESTED

The exclusive Andersen Perma-Shield 

system gives our windows and patio doors  

a tough, protective shell that safeguards 

the wood inside. It repels water, resists 

dents* and stays beautiful for years.

ENERGY-SAVING GLASS  
FOR ANY CLIMATE

Andersen makes windows and  

patio doors with options that make  

them ENERGY STAR® v. 7.0 certified 

throughout the United States. 

Visit andersenwindows.com/energystar 

for more information and to verify the 

product with your glass option is certified 

in your area. 

*Visit andersenwindows.com/warranty for details.
“ENERGY STAR” is a registered trademark of the U.S. Environmental Protection Agency.

http://www.andersenwindows.com/warranty
http://www.andersenwindows.com/energystar




12

ALESSA ALEXIS APOLLO

Shown in 
 white medium 

 with urban 
 escutcheon plate.

Shown in 
 natural bronze 

 with urban 
 escutcheon plate.

Shown in 
 satin nickel with 

 urban escutcheon 
 plate.

CHURCHILL

ATLAS

EMPIRE MERIDIAN

Shown in 
 dark bronze 

 with traditional 
 escutcheon plate.

Shown in 
 matte black with 

 urban escutcheon 
 plate.

Shown in 
 polished nickel 
 with traditional 

 escutcheon plate.

Shown in 
 white bronze 

 with traditional 
 escutcheon plate.

All handle styles are available with an urban or traditional escutcheon plate, and in all hardware finishes.

SCAN TO

LEARN MORE

Explore all door hardware options at  
andersenwindows.com/doorhardware.

DESIGNER HINGED DOOR HARDWARE*

Our designer hardware collections are carefully curated from today’s leading hardware brands. They have a luxurious look  

and substantial feel, and can match perfectly with other hardware and accessories throughout the home. Available on Andersen® 

hinged patio doors, folding doors and entry doors.

Satin 
Nickel

Polished 
**Nickel**

White 
**Bronze**

Natural 
**Bronze**

Matte 
Black

Dark 
**Bronze**

Flat BlackDark Oil 
**Rubbed**

Polished 
Chrome

HARDWARE FINISHES

White 
**Medium**

*Hardware is sold separately.
**These finishes are “living finishes” that will change with time and use, see limited warranty for details.  

Ashley Norton Inc. manufactures and supports the limited warranty for Ashley Norton hardware. 
Printing limitations prevent exact replication of finishes. See your Andersen supplier for actual finish samples.
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L021

Shown in  
satin nickel.

L023

Shown in  
satin black.

5162

Shown in  
satin black.

5173

Shown in  
satin brass.

5455V

Shown in  
oil rubbed bronze.

5485V

Shown in  
non-lacquered 

brass.

Black 
Anodized 
Aluminum

Satin 
Stainless 

Steel

HARDWARE FINISHES
1035

Black Anodized  
Aluminum

Satin Stainless  
Steel

1075

Black Anodized  
Aluminum 

Satin Stainless 
Steel

1076

Black Anodized  
Aluminum

Satin Stainless  
Steel

Satin Stainless  
Steel

**1102

Bold name denotes finish shown.

Satin 
Nickel

Satin BrassNon-Lacquered 
**Brass**

Satin BlackOil Rubbed 
**Bronze**

HARDWARE FINISHES

All styles are available in all hardware finishes.

*Hardware is sold separately.
**These finishes are “living finishes” that will change with time and use, see limited warranty for details.
Baldwin Hardware manufactures and supports the limited warranty for Baldwin Estate hardware. 

All trademarks where denoted are marks of their respective owners.
Printing limitations prevent exact replication of finishes.  

See your Andersen supplier for actual finish samples. 



MORE LIGHT
MODERN LOOK

NARROLINE® GLIDING PATIO DOOR 

LESS FRAME
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Actual width shown. 

1 1/8" (29)3/4" (19) 7/8" (22)

Grille Bar Widths

Specified Equal Light †

Grille Patterns** 

ColonialPrairie A

Full insect screen for 

double-hung and gliding 

windows. Half insect 

screen for lower sash of 

double-hung windows.

Gliding screen  

for two- and four-

panel doors. 

Hinged screen for single-

panel doors. Double-hinged 

screens for two-panel doors 

when both panels open.

Gliding screen  

for two-panel  

doors when only 

one panel opens.

Premium retractable  

screen for two- and  

four-panel doors. 

Gliding Patio Doors Hinged Inswing Patio DoorsWindows

GRILLES
Grilles are available in a variety of widths, configurations, and patterns to fit any architectural style or project need.

INSECT SCREENS
TruScene® and conventional insect screens are available for double-hung and gliding windows. For patio doors, conventional 

screens are available in the configurations shown below.

Full Divided Light Options

Permanent grilles on the interior and exterior with  

a spacer between the glass (left). For improved 

thermal performance, choose full divided light with  

an energy spacer (right) — a 3 mm gap around  

a narrow spacer minimizes the transfer of heat  

and cold to the interior glass.

Simulated Divided Light Options

Permanent grilles on the exterior and interior 

with no spacer between the glass (left).  

We also offer permanent exterior grilles with 

removable interior grilles (right) available  

in natural wood or prefinished white.

Convenient Cleaning Options

Removable interior grilles come off for  

easy cleaning (left). Andersen® Finelight™ 

grilles-between-the-glass* (right) are  

installed between the glass panes and 

feature a contoured 3/4" (19) profile.

Full Divided Light  
With Energy Spacer

*7/8" (22) and 1 1/8" (29) are not available in Finelight grilles-between-the-glass.
**For all standard patterns available for a specific window or door, refer to the detailed 
product sections in this product guide or contact your Andersen supplier.

†Specify number of same-size rectangles across or down.
Dimensions in parentheses are in millimeters. 
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COMPARISON CHART
Use the quick reference chart below to decide which Andersen® products best fit your project needs. 

200 SERIES WINDOWS 200 SERIES PATIO DOORS

FEATURES
Tilt-Wash 

Double-Hung Gliding
Narroline®

Gliding
Perma-Shield®

Gliding
Hinged  
Inswing

Low-Maintenance Exteriors

White

Canvas

Sandtone

Terratone

Dark Bronze

Black

Interiors

Pine

Maple

Oak

White

Dark Bronze

Black

Same as Exterior

Easy Cleaning

Tilt-to-Clean Sash

Dual-Pane Glass  Additional dual-pane glass options are available. See page 5 for details. Glass options for doors are tempered.

Low-E 

Low-E SmartSun™

Low-E Sun

Clear Dual-Pane

HeatLock® Technology

Triple-Pane Glass  See patio door product sections for triple-pane glass options. Glass options for doors are tempered.

Triple-Pane Glass

Glass Spacers

Black

Stainless Steel

Grilles & Blinds

Full Divided Light

Full Divided Light With Energy Spacer

Simulated Divided Light

Removable Interior Grilles

Finelight™ Grilles-Between-the-Glass

Blinds-Between-the-Glass

Performance Option

Performance Grade (PG) Upgrade

Standard Sizes

Minimum Width 1'-7 1/2" (495) 2'-11 1/2" (902) 4'-11 1/4" (1505) 4'-11 1/4" (1505) 2'-6 1/8" (765)

Maximum Width 3'-3 1/2" (1003) 5'-11 1/2" (1816) 15'-9" (4801) 8'-0" (2438) 5'-11 1/4" (1810)

Minimum Height 2'-11 1/2" (902) 1'-5 1/2" (445) 6'-7 1/2" (2019) 6'-7 1/2" (2019) 6'-7 1/2" (2019)

Maximum Height 5'-11 1/2" (1816) 4'-11 1/2" (1511) 7'-11 1/2" (2426) 7'-11 1/2" (2426) 7'-11 1/2" (2426)

Custom Sizes







Sill Nose

1 
1

5
⁄ 16

"
(4

9)
 3

⁄ 16
"

(5
)

 5 ⁄8"
(16)

1 7⁄8"
(48)

200 Series Tilt-Wash 
Double-Hung Window

Vertical Section
200 Series Tilt-Wash Double-Hung Window with Sill Nose

Brick Mould

200 Series Tilt-Wash 
Double-Hung Window

 7⁄16"
(11)

2" (5
1)

1 3 ⁄4"
(44)

 1
⁄ 4" (6
)

Vertical Section
200 Series Tilt-Wash Double-Hung Window with Brick Mould

Trim Detail
Scale 3" (76) = 1'-0" (305) — 1:4

Corner key used at the corner joints. 

Screws provide a tight fit.

Brick mould with mitered corners

Brick Mould

Formula for dimension of window/door plus exterior trim:

Add 1 3 ⁄4" (44) per side for brick mould

Sill nose and 3 1/2" 
(89) flat casing with 
flush corner 

Sill Nose

Formula for dimension of window plus exterior trim:

Add 1 15 ⁄16" (49) for sill nose 

For patio doors, end caps 

are used at the sill.

End caps are handed as 

viewed from the exterior.

Trim Detail
Scale 3" (76) = 1'-0" (305) — 1:4

• Dimensions in parentheses are in millimeters.
• Typical trim combinations shown. Additional combinations may also be used. Some restrictions apply. For more information, contact your Andersen supplier.
• Details are for illustration only and are not intended to represent product installation methods or materials. Refer to product installation guides at andersenwindows.com.
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3 3 ⁄4" (95)
Mull Cover

200 Series Tilt-Wash 
Double-Hung Window

4 1 ⁄4"
(108)

3"
(76)

3 ⁄8"
(10)

3 ⁄8"
(10)

200 Series Tilt-Wash 
Double-Hung Window

200 Series Tilt-Wash 
Double-Hung Window

3 5 ⁄ 8" (92) Cornice

 1
⁄ 8" (3
)

2 9 ⁄16"
(68)

 1 ⁄ 8"
(3)

4 1 ⁄16"
(103)

3 
5
⁄ 8"

(9
2)

 5 ⁄ 16"
(8)

2" (51) Cornice

200 Series Tilt-Wash 
Double-Hung Window

2" (5
1)

3 1 ⁄4"
(83)

 1
⁄ 8" (3
)

2"
(51)

 1 ⁄ 8"
(3)

 5 ⁄ 16"
(8)

200 Series Tilt-Wash 
Double-Hung Window

Decorative Drip Cap

2 1 ⁄4"
(57)

 15 ⁄16"
(24)

 3 ⁄4"
(19)

 15
⁄ 16

"
(2

4)

For patio doors, end caps 

are used at the sill.

A 3 3 ⁄4" (95) mull cover is available for 

installations where windows or patio doors 

have been installed into separate rough 

openings to obtain a joined appearance.

• Dimensions in parentheses are in millimeters.
• Typical trim combinations shown. Additional combinations may also be used.  
Some restrictions apply. For more information, contact your Andersen supplier.
• Details are for illustration only and are not intended to represent product installation 
methods or materials. Refer to product installation guides at andersenwindows.com.
• Consult with an architect or structural engineer regarding minimum requirements  
for structural support members between adjacent rough openings.

Mull Cover

Horizontal Section
200 Series Tilt-Wash Double-Hung Windows and 3 3 ⁄4" (95) Mull Cover

Separate Rough Openings Detail
Scale 3" (76) = 1'-0" (305) — 1:4

Vertical Section
200 Series Tilt-Wash Double-Hung Window

with 3 1 ⁄2" (89) Flat Casing and 3 5 ⁄8" (92) Cornice

Vertical Section
200 Series Tilt-Wash Double-Hung Window 

with 3 1 ⁄2" (89) Flat Casing and Decorative Drip Cap

Details
Scale 3" (76) = 1'-0" (305) — 1:4

Decorative Drip Cap

Vertical Section
200 Series Tilt-Wash Double-Hung Window

with 3 1 ⁄2" (89) Flat Casing and 2" (51) Cornice

Flange

Flange

3 5/8" (92) cornice over 
3 1/2" (89) flat casing

2" (51) cornice over                
4 1/2" (114) flat casing

 5 ⁄16"
(8)

 1 ⁄4"
(6)

Integrated 
Flange

Decorative drip cap over 
3 1/2" (89) flat casing

Cornices

 5 ⁄16"
(8)
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EXTERIOR TRIM
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