400 SERIES FRENCHWOOD® GLIDING PATIO DOORS

Opening and Area Specifications for Frenchwood® Gliding Patio Doors - Two-Panel and Four-Panel

Door
Number
FWG5068
FWG6068
FWG8068
FWG10068
FWG12068
FWG16068
FWG50611
FWG60611
FWG80611
FWG100611
FWG120611
FWG160611
FWG5080
FWG6080
FWG8080
FWG10080
FWG12080
FWG 16080

Clear Opening in Full Open Position
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Area Specifications for Frenchwood®
Gliding Patio Doors - Stationary

Clear Opening Glass Vent Overall Door
Area Width Height Area Area Area

Sq. Ft./(m?) Inches/ (mm) Inches/ (mm) Sq. Ft./(m?) Sq. Ft./(m?) Sq. Ft./(m?) Bz%fber ‘-“;\'rﬂe? Ove;\arggw
11.43  (1.06) 211/ (555) 755/ (1914) 1852  (1.72)  11.43  (1.06) 3271  (3.04) Sq. Ft./(m2) Sq. Ft./(m?)
14.57 (1.35) 27 8/" (707) 755" (1914) 23.77 (2.21) 14.57 (1.35) 39.34 (3.65) FWG2968 9.26 (0.86) 17.67 (1.64)
20.85 (1.94) 3913/" (1012) 755" (1914) 34.29 (3.19) 20.85 (1.94) 52.59 (4.89) FWG3368 11.89 (1.11) 20.98 (1.95)
23.12 (2.15) 444" (1122)  755/,¢"  (1914) 37.03 (3.44) 23.12 (2.15) 64.59 (6.00) FWG4368 17.15 (1.59) 27.60 (2.56)
29.39 (2.73) 561" (1427) 755/;" (1914) 47.55 (4.42) 29.39 (2.73) 77.84 (7.23) FWG29611 9.68 (0.90) 18.31 (1.70)
41.95 (3.90) 801" (2037) T755/" (1914) 68.59 (6.37) 41.95 (3.90) 104.34 (9.69) FWG33611 12.43 (1.16) 21.74 (2.02)
11.87 (1.10) 21 8/4"  (555) 783/6"  (1987) 19.36 (1.80) 11.87 (1.10) 33.89 (3.15) FWG43611 17.93 (1.67) 28.60 (2.66)
15.13 (1.41) 27 1/¢"  (707) 78 3/i"  (1987) 24.86 (2.31) 15.13 (1.41) 40.76 (3.79) FWG2980 11.60 (1.08) .22 (1.97)
21.65 (2.01) 3913/" (1012) 783/,"  (1987) 35.85 (3.33) 21.65 (2.01) 54.49 (5.06) FWG3380 14.90 (1.38) 25.20 (2.34)
2400 (2.23) 441" (1122) 783/" (1987)  38.72  (3.60) 24.00 (2.23) 6693  (6.22) FWG4380 2149  (2.00) 33.16  (3.08)
3052 (2.83) 561" (1427) 783" (1987)  49.72  (4.62) 3052  (2.83) 80.66  (7.49)
4355  (4.05) 801/" (2037) 783/" (1987) 7171  (6.66) 43.55  (4.05) 108.12 (10.04)
13.86  (1.29) 211/¢" (555) 915/" (2320) 2321  (2.16) 13.86  (1.29) 39.29  (3.65)
17.67  (1.64) 271/" (707) 915/," (2320) 29.80 (2.77) 17.67  (1.64) 4725  (4.39)
2528  (2.35) 3913/" (1012) 915/" (2320) 4299 (3.99) 2528 (2.35) 63.17  (5.87)
28.02  (2.60) 441" (1122) 915" (2320) 4642  (4.31) 2802 (2.60) 7759  (7.21)
35.64 (3.31) 561" (1427) 915/" (2320) 59.60 (5.54) 35.64 (3.31) 9351  (8.69)
50.86  (4.73) 801" (2037) 915" (2320) 8597  (7.99) 50.86  (4.73) 12534 (11.64)

*Dimensions in parentheses are in millimeters or square meters

Custom Sizes and Specification Formulas

Available in 1/8" (3) increments between minimum and maximum widths and heights. Some restrictions apply; contact your Andersen supplier.

Measurement guide for custom-size patio doors can be found at andersenwindows.com/measure.
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width = (width +2) - 7.773"(197)
Height = height — 4.155" (106)

Four-Panel
width = (width + 2) - 14.322"(364)
Height = height — 4.155" (106)

width = width + 3/4" (19)
Height = height + 1/2" (13)

Four-Panel
width = width + 3/4" (19)
Height = height + 34" (19)

width = width - 10.876" (276)

Height = height - 16.391" (416)

Two-Panel
width = width — 17.002" (432)
Height = height - 16.391" (416)

Four-Panel
width = width — 32.504" (826)
Height = height — 16.391" (416)

* Clear Opening formulas provide dimensions for determining area available for egress. Vent opening, or area available for passage of air, is equal to clear opening. Minimum R.0. (minimum rough
opening) formulas provide minimum rough opening width and height dimensions. Unobst. Glass (unobstructed glass) formulas provide dimensions for determining area available for passage of light.
* Dimensions in parentheses are in millimeters.
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