400 SERIES FRENCHWOOD® HINGED INSWING PATIO DOORS

Custom Sizes and Specification Formulas
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Clear Opening | Heignt= height — 4.22" (107) Minimum R.O. | wiatn = width + 3/"(19) Unobst. Glass | single-panel
I — Height = height + 12" (13) width = width — 11.22" (285)
sinele-panel ! 1 Height = height — 16.05" (408)
Width = width - 5.744" (145) f ﬂ ﬂ i ole g ’
} u u } Two-Panel
Two-Panel, two panels open I |
_ ) B N1 width = width - 21.5" (546)
width = width — 7.394" (187) eght = helght — 16,05 (109) Available in /8" (3) increments
Two-Panel, one panel open between minimum and maximum
=1 width = (width - 10.550" (267)) +2 Three-Panel
width = width - 32.55" (827) widths and heights. Some
Three-Panel Height = height — 16.05" (408) restrictions apply; contact your
width = (width — 16.106" (409)) + 3
Andersen supplier. Measurement

* Clear Opening formulas provide dimensions for determining area available for egress. Vent opening, or area available for passage of air, is equal to clear opening. Minimum R.0.

(minimum rough opening) formulas provide minimum rough opening width and height dimensions. Unobst. Glass (unobstructed glass) formulas provide dimensions for determining
area available for passage of light.
* Clear opening width formulas are based on panel(s) in a 90° open position.
*Dimensions in parentheses are in millimeters.
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guide can be found at

andersenwindows.com/measure.
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400 SERIES FRENCHWOOD® HINGED INSWING PATIO DOORS

Details for Frenchwood® Hinged Inswing Patio Doors
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o Track 50=2'-55/8" (752)* Q 50=2'-55/8" (752)*
54=2'-75/8" (803)* ‘ 54=2'-75/3" (803)*
Jamb 60=2'-115/8" (905)* ! 60=2'-115/8" (905)*
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Horizontal Section
Stationary

Stationary Panel
55/8" (143) 55/16" (135)

55/16" (135)

Active Panel

55/16" (135)

55/16" (135)

Horizontal Section
Two-Panel
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Jamb Astragal Astragal Jamb
80 = 2'-7 13/16" (808)* ¢ 80 =2'-7 1/2" (800)* ¢ 80 = 2'-7 13/16" (808)*
90 =2'-11 13/16" (910)* ! 90 = 2'-11 1/2" (902)* ! 90 = 2'-11 13/16" (910)*
38" (10) — Unit Dimension Width L 3" (10)
Minimum Rough Opening Width
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Horizontal Section
Three-Panel

=4 °/i" (116) overall jamb
depth measurement is from
back side of installation flange.
* Light-colored areas are parts
included with door. Dark-
colored areas are additional
Andersen® parts required

to complete door assembly
as shown.

* Minimum rough openings
may need to be increased

to allow for use of building
wraps, flashing, sill panning,
brackets, fasteners or other
items.

* Details are for illustration
only and are not intended to
represent product installation
methods or materials. Refer
to product installation guides
at andersenwindows.com.
*Dimensions in parentheses
are in millimeters.
*Dimension indicates location
of astragal centerline.
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