
SCOPAQS.

SCOP em funcionamento em água quente sanitária segundo a UNE 16147:2017, com 
uma temperatura de preparação da ACS de 55ºC, para clima frio, médio e quente: 

MODELO BC  Depósito AQS Perfil declarado SCOP a 2⁰C SCOP a 7⁰C SCOP a 14⁰C 

PBM3-I 20 AS 500-2E 3XL 2,39 2,72 3,20
PBM3-I 20 AS 750-2E 3XL 2,46 2,81 3,30
PBM3-I 20 AS 1000-2E 3XL 2,57 2,77 3,27 

PBM3-I 20 AS 1500-2E 4XL 2,75 2,98 3,50
PBM3-I 26 AS 500-2E 3XL 2,12 2,70 3,30
PBM3-I 26 AS 750-2E 3XL 1,98 2,78 3,4 0
PBM3-I 26 AS 1000-2E 3XL 1,95 2,55 3,36 

PBM3-I 26 AS 1500-2E 4XL 2,03 2,70 3,62 

PBM3-I 33 AS 750-2E 3XL 2,21 2,68 3,29 

PBM3-I 33 AS 1000-2E 3XL 2,25 2,67 3,28 

PBM3-I 33 2 x AS 1000-2E 4XL 2,32 2,84 3,45 

PBM3-I 33 AS 1500-2E 4XL 2,30 2,79 3,36 

PBM3-I 33 AS 2000-2E 3XL 2,29 2,79 3,3 

PBM3-I 40 2 x AS 1000-2E 4XL 2,30 2,80 3,36 

PBM3-I 40 AS 2000-2E 3XL 2,43 2,96 3,52 

PBM3-I 40 AS 3500-1E 4XL 2,76 3,38 4,08 

PBM3-I 40 2 x AS 2000-2E 4XL 2,66 3,26 3,95 




