
H+H Cementbaseret Spartelmasse – FIN 20 kgDK

Anvendelsesområde
Til spartling af vægge og facader i 
porebeton, letklinker beton m.m. Kan 
anvendes uden- og indendørs samt i 
vådrum.

Opbevaring
Spartelmassen skal opbevares tørt.

Brugsanvisning
6 liter rent vand og 20 kg spartelmas-
se omrøres kraftigt til en klumpfri og 
let pastaagtig mørtel.
Henstå 5 minutter. Efterrøres grundigt!

Forarbejdningstid
Ved 18-20°C: ca. 3 timer.

Tørretid
Tynde lag: 1-2 timer.
Tykke lag: natten over.
Afhængig af fugtighed.
For hurtig udtørring af spartelmassen 
bør undgås.
Gennemtørring afhænger af 
tykkelsen på spartellaget, temperatur 
og vejrforhold.

Forbehandling af underlaget
Spartelmassen kan spartles på 
tørre og fugtige flader, når de er faste 

og fri for støv, snavs, olie, fedt, voks 
eller andre skillemidler. 
I tvivlstilfælde anbefales en forsøgs-
spartling.
Spartelmassen kan forarbejdes ved
temperaturer over 5°C.

Efterbehandling
Efter at spartelmassen er gennemtør, 
kan der fortsættes med den videre 
overfladebehandling.
Ved anvendelse i vådzone skal 
vådrumssystem (membran) påføres i 
henhold til leverandørens anvisning.

Materialeforbrug
Ca. 1,6 kg pulver pr. mm tykkelse, 
pr. m².

Rengøring
Værktøj og hænder rengøres i vand, 
helst varmt.

Vedrørende udendørs anvendelse
Cementbaseret spartelmasse kan 
ikke bruges som erstatning for 
porebetonpuds udvendigt på facader. 
Cementbaseret spartelmasse 
anvendes typisk på porebeton bag 
klimaskærme som facadebeklæd-
ninger.

DB.nr. 2002372

LIP Bygningsartikler A/S
Industrivej 16, 5580 Nr.Åby, 

Denmark

H+H Cementbaseret 
spartelmasse 

DoP -HHDE 8 0905

Reaction to fire: 
Class A1

EN 998-1

General purpose (GP) 
rendrering mortar for 

internal and external use.

17

Signal word: 
Danger

Contains: 
Portland Cement; Calcium hydroxide

H-phrases: 
Causes serious eye damage.(H318)

Causes skin irritation(H315)
May cause respiratory irritation.(H335)

Signalord: Fare PR-nummer 4068249
Indeholder:  Portland cement
H-sætninger:  Forårsager alvorlig øjenskade.(H318)
  Forårsager hudirritation.(H315)
  Kan forårsage irritation af luftvejene.(H335)

P-sætninger:
Hvis der er brug for lægehjælp, medbring da beholderen eller etiketten.(P101)
Opbevares utilgængeligt for børn.(P102)
Brug kun udendørs eller i et rum med god ventilation.(P271)
Bær øjenbeskyttelse/ansigtsbeskyttelse.(P280-øa)
VED KONTAKT MED ØJNENE: Skyl forsigtigt med vand i flere minutter. 
Fjern eventuelle kontaktlinser, hvis dette kan gøres let. 
Fortsæt skylningen.(P305/351/338) Ring omgående til en GIFTINFORMATION/
læge.(P310-A)

Supplerende oplysninger:
Indeholder et reduktionsmiddel, som reducerer opløseligt chrom VI. 
Reduktionsmidlet er aktivt ved tør opbevaring i 12 mdr. efter angivet 
emballeringsdato. Ved opbevaring under fugtige forhold, f.eks. byggepladser, vil 
chromatneutraliseringen aftage. Anbrudt emballage lukkes tæt efter brug, og 
bør anvendes snarest derefter.
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Field of application
For filling walls and facades of aerated 
concrete, lightweight expanded clay 
aggregate concrete etc. May be used 
outdoors and indoors as well as in wet 
rooms.

Storage
The filler must be stored in a dry place.

Instructions for use
6 litres of clean water and 20 kg of filler 
are vigorously agitated into a light 
pasty mortarcontaining no lumps. 
Leave to stand for 5 minutes. Agitate 
thoroughly again!

Processing time
At 18-20° C: approx. 3 hours.

Drying time
Thin layer: 1-2 hours.
Thick layer: overnight.
Depending on humidity.
Avoid drying-out the filler too fast.
Through drying depends on the 
thickness of the filler layer, temperature 
and weather conditions.

Pre-treatment of underlay
The filler can be used to fill dry and 

damp surfaces when they are solid and 
free from dust, dirt, oil, grease, wax or 
other parting agents. In case of doubt, a 
test filling is recommended.
The filler can be processed at 
temperatures above 5° C.

After-treatment
The further treatment of the surface 
may be continued once the filler is dried 
through.
When using in a wet zone, the wet room 
system (membrane) must be applied 
according to the instructions of the 
supplier.

Material consumption
Approx. 1.6 kg powder per mm 
thickness, per m².

Cleaning
Clean tools and hands with water, 
preferably hot water.

Regarding external use
Cement filler can’t replace aircrete 
plaster outside on facades.
Cement filler is typically applied on the 
aircrete behind climate screens as 
facade cladding.

DB.nr. 2002372

LIP Bygningsartikler A/S
Industrivej 16, 5580 Nr.Åby, 

Denmark

H+H Cementbaseret 
spartelmasse 

DoP -HHDE 8 0905

Reaction to fire: 
Class A1

EN 998-1

General purpose (GP) 
rendrering mortar for 

internal and external use.

17

Signal word: 
Danger

Contains: 
Portland Cement; Calcium hydroxide

H-phrases: 
Causes serious eye damage.(H318)

Causes skin irritation(H315)
May cause respiratory irritation.(H335)

Signal word: Danger PR-nummer 4068249
Contains:  Portland Cement; Calcium hydroxide
H-phrases:  Causes serious eye damage.(H318)
  Causes skin irritation.(H315)
  May cause respiratory irritation.(H335)

P-phrases:
If medical advice is needed, have product container or label at hand.(P101)
Keep out of reach of children.(P102)
Use only outdoors or in a well-ventilated area.(P271)
Wear eye protection/face protection.(P280-øa)
IF IN EYES: Rinse cautiously with water for several minutes. Remove contact 
lenses, if present and easy to do. Continue rinsing.(P305/351/338) 
Immediately call a POISON CENTER/doctor.(P310-A)

Supplemental information:
Contains a reducing agent, which reduces soluble chromium VI. The reducing 
agent is active when stored in a dry place for 12 months after the stated packing 
date. When stored in moist conditions, e.g. on construction sites, the chromate 
neutralization will wear off. Packing that has been opened should be closed 
tightly after use, and the product should be used as soon as possible.
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