
 Vaste cateringpunten aanwezig

3,920m2

HALL 3 ENTRANCE G

RAI 360 virtual tour

Square meters

Square feet

Theatre set up

School setup

GENERAL INFORMATION

SURFACE & CAPACITY

Number of loading doors

SPECIFICATIONS

Lightning

3,920

Cabaret set up

U-shape

Boardroom set up

Dinner set up

42,195

Reception

Daylight

1,600 *

+0

LED lightning, color temperature 4,000 K and minimum light output
500 lux. Dimmable at dim level 25%, 50%, 75%, 100%. Switchable per
light line.

Level

Surface area

Length x width x height (m) 89.22m x 43.39m x 7.40m/10,00m

1

Loading doors (height x width) West side | loading door number 3.8 ➤ 4.20 x 6.30m

(width of access route is 4.20m) 

Maximum floor load 3,000 kg/m2 (30,000 N/m2)

Click here for Hall 3 in 360

Catering

Climate control +

+

+

+

+

+Pillars

Maximum reach electricity / IT outlets

Maximum reach water / compressed air / drains

Daylight blocking

Yes, between Hall 2 and Hall 3 under the lower part of the ceiling

7.68m x 7.50m

7.68m x 7.50m

Possible

Maximum height 10.00m

Yes

Mobile catering outlets possible

4,000

https://youreka-virtualtours.be/tours/rai/?lang=EN&configuration=europacomplex&startNode=node125&startConfiguration=europacomplex&hideIntro=1


Remarks

Cloakroom

Toilets

First Aid Post

Kiosk

Wheelchair access

Parking

+

+

+

+

+

+

+

+

Fixed cloakroom at entrance K or mobile cloakroom possible.

Level -1 (near the Diamond Lounge)

Level 0 (near the Diamond Lounge, opposite to Café Amsterdam)

Lift

Mobile kiosk possible in entrance G 

Hall 3 is situated on level 0 this is easy to reach

P1 - P7

The height of the ceiling varies in this hall. The ceiling on the east side

of the Hall is lower in contrast to the other parts of the hall. One of the

advantages of Hall 3 is that you have a direct connection with the

Auditorium / Congress Center. 

Lift to G-rooms on level 0 near  Diamond Lounge (max 3,000kg,

2.7m x 3.1m x 2.10m)


