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ArrowElite™ Rollerless

Case Conveyor

The innovative design of ArrowElite incorporates both Transport and accumulate
TableTop™ and MatTop™ carrying surfaces to provide full rigid, film wrapped and flexible

product support. This new generation of rollerless case packages. This flexibility helps you
conveyor offers several advantages over traditional live roller easily adapt to new packaging requirements.
conveyor and other rollerless designs: * Enhance the system with available low pressure and

zero pressure accumulation. Modular accumulation control

 Eliminate “point contact” areas common to live roller , Y B e
devices are “plug and play’’ no complex programming involved.

conveyors and reduce scuffing on decorated packages.
e Simplify maintenance with fewer moving parts than many

* Reduce line pressure and ensure smooth product handling '
other case transport options.

with optional powered transfers.

« Add a full complement of specialty devices for merging, ¢ Install with ease. Modules are shipped completely assembled.

diverting, accumulating, inclining and declining.

Standard Specifications Available Options
Frame Material Hot rolled mild steel with steel grey color match | Stainless steel with #4 polish
Standard Idle ends, drive ends, drive/idle ends Merge sections, divert sections, copes, accummulations zones
Modules 15°, 30°, 60°, 90° turns (low pressure and zero pressure), brake/meter modules
Frame Width 16" between frames N/A
Frame Depth 10" N/A
Bearings Two-hole, flange mounted, case housing Polymer housing, customer specified manufacturer
Guild Rails Integral product guide provide by Aluminum extrusion with UHMW cover, adjustable brackets,
conveyor frame per customer request
Drive Mount Shaft mounted - RH or LH N/A
Speeds Fixed at 45'55’70’90’”0’140’185 FGN Compact VFD mounted tp drive end
(motors are inverterduty)
Supports 10 ga. mild steel formed channel construction, Stainless steel formed channel
PP +/-3° adjustment, holes in feet for lagging to floor
Height Range 27"-65", +/-3° N/A
Shafts 1.25" diameter steel with .25" keyway N/A
Chain/Belt P Multiple stands, speciality widths (in widths available by
. 75" wide :
Conveying Surface chain/belt manufactuers)
ChainTypes Straight running Side flexing, low back pressure, high friction
Roller or SS deadplates, electrical contols, coder or labeler
Other Options Powered by rollers at drive/idle sections interfaces, accumulations zones (low pressure or zero
pressure), product stops, product pushers
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The proper selection and application of products and components, including assuring that the product is safe for its intended use, are the
responsibility of the customer.To view our Application Considerations, please visit https:/www.regalrexnord.com/Application-Considerations.
To view our Standard Terms and Conditions of Sale, please visit https://www.regalrexnord.com/Terms-and-Conditions-of-Sale.

u “Regal Rexnord” is not indicative of legal entity. Refer to product purchase documentation for the applicable legal entity. Regal Rexnord,
ArrowElite, Arrowhead, MatTop, and TableTop are trademarks of Regal Rexnord Corporation or one of its affiliated companies.
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